GENIE Z-45/25 J IC

Plataforma Articulada Diésel
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Altura plataforma 13,80 m
Altura trabajo 15,80 m
Alcance horizontal 7,70 m
Altura articulacion 7,10 m
Capacidad plataforma 227 Kg
Peso 7.756 Kg
Dimesiones transporte (L x H x A) 6,80mx2,00mx1,80m
Dimesiones cesta (L x A) 1,80 mx 0,76 m
Tipo de neumatico Inyectados foam
Pendiente superable 45%
Motor Diésel

NOTA: las dimensiones de algunas unidades de este modelo pueden variar.
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| ¢ Diesel engine or

Gas/LPG for indoor

and outdoor use.
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Standard Features Z-45/25 Z-45/25)

B (-} = Over 51 ft (15.5 m) working height
2 : = Over 24 ft (7.3 m) horizontal reach
‘6 (1] = Up and over clearance of over 22 ft (6.7 m)
> = = 45 second lift speed to full height
1) Q = 500 Ib (227 kg) lift capacity
_— = 5 ft (1.5 m) turning radius
[Ty B = Articulating jib features 135° working range
N N = Dual fuel (Gas/LPG) or diesel engine options
B\ I} = Fully proportional controls
< o » Hydraulic platform rotation
Ef 2t = Zero tailswin gn .
N N ) Specifications
= 12V DC auxiliary power unit P & SRIBH % e
® Drive enable system A8/ -4bjeel
= End mount platform on us Metric us Metric
Z-45/25] models .
» Locking turntable covers Range Zgg /2'!!'0“0“ Working height 51ft5in 157 m 51ft3in  156m
o Swing ot engine tray 5 Platform height 45 ft 5in 13.8m 45 ft 3in 13.8 m
= Foam-filled tires t:: Eengh;- stowec; ig: " z ;1 g;f: 3|n z;]
5 a7m ength - stowe 5 m in 8m
= AC wiring to platform ’
Ti :Vj g b o (© width 5ft9in 1.8 m 5ft9in 1.8 m
il s e © Wheelbase 6ft8in 2m 6ft8in  2m
* Horn o Ground clearance-min  7in 18 cm 7in 18 cm
= Hour meter S (E) Platform length 30in 76 cm 30in 76 cm
25
B Platform widt in 1.8m in 1.8m
p ions an i latfi idth 721 721
Accessories oim Horizontal reach max 24ft6in  7.5m 25ft3in  7.7m
w Aoy Gaclase dom Up and over clearance 22 ft6in 6.9 m 23ft5in 71im
Cold E gk on Lift capacity 500 Ib 227 kg 500 Ib 227 kg
- . 5
S S PCagEs s Turning radius - inside 5ft 1.5m 5ft 1.5
= 2000, 2500 or 3000 = Turntable rotation 359° 359°
watt AC generator " L L ==L Turntable tailswing zero zero
*4or5fi(l2orl.5m) o 2"45“/ frl Platform rotation 180° 160°
steel platforms Power source Ford LRG 425 EFI Gas/LPG 82 hp (61 kw)
» Platform swing gate Deutz Diesel F3L 1011 36 hp (27 kw)
= Air line to platform Drive speed - stowed 4.8 mph 7.7 km/hr 4.8 mph 7.7 km/hr
» Platform rail pinch gual‘d Drive speed - raised 0.6 mph 1 km/hr 0.6 mph 1 km/hr
= Platform work light Lift speed to full height 45 sec 45 sec
5 ) )
a Tockable platform contl Con.t.rols . 12V DC proportional 12V DC proportional
ho% Cover Auxiliary power unit 12v DC 12V DC
. . Ti 9-145 9-145
» Hostile environment packages es
GS/LPS tating for Ford Gradeability - stowed 30% 30%
- St
O AURE 5 2L (;1‘_ Hydraulic tank capacity 25 gal 94.6 litre 25 gal 94.6 litre
- 1
b S Fuel tank capacity 17 gal 64.4 ltre 17 gal 64.4 litre
* Non-marking tires Weight 17100 b 7,756 kg 171001 7,756 kg
Standards
Compliance TRy
. ANSI/S[AA92.5 am 15m 3m 46m 61m 76m
= CSA CAN3-B354.4-M82
= CE compliance option
= AS 1418.10
Disrbuted oy Genie.Industries
GENIE UNITED STATES GENIE UNITED KINGDOM
18340 NE 76th Street Brunel Drive, Newark
Post Office Box 97030 Nuttling(?amshire NG24 2EG
Redmond, Washington 980739730 Englan
Telephone (425) 881-1800 Telephone (44) 01636-605030
Toll Free in USA/Canada 800-536-1800 Free pgone in U.Ki.10800-358-6147
Fax (425) 883-3475 Fax (44) 01636-611090
http://www.genielift.com http://www.genielift.com

For further information, please centact your local distributor or the Genie sales office listed. Continuous improvement of our products Is a Genle policy. Product specifications are subject to change without notice or obligation. The photographs and drawings in this brochure
are for illustrative purposes only. Refer to appropriate “Genie Z-45/25 and Z-45/25) Operator's Manual” for instructions on the proper use of this equipment. Failure to follow the appropriate Operator's Manual when using a Genie Z-45/25 Industrial or Z-45/25) Industrial
or lo olherwise acl irresponsibly, may result in serious injury or death. Copyright ® 1999 by Genie Industries, Printed in the USA. “Genie” is a Regislered Trademark of Genie Industries in the USA and many other countries, *Z” is a Registered Trademark and “Z-45/25" is
a Trademark of Genie Industries. Z45IC 6K 0999B. Part No. 65027
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