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NOTA: las dimensiones de algunas unidades de este modelo pueden variar.

Equipo

Plataforma sobre Oruga

167167

Altura
trabajo

21,80 m
Alcance

horizontal
12,20 m

OMME 2200 RBDPSO20

Altura plataforma

Altura trabajo

Alcance horizontal

Capacidad plataforma

Dimensiones transporte (L x H)

Anchura total (ejes plegados)

Peso

Dimensiones cesta (L x A)

Tipo de neumático

Pendiente superable

Motor

Plumín

20,00 m

21,80 m

12,20 m

200 Kg

6,40 m x 1,98 m

1,10 m

3.160 Kg

1,10 m x 0,80 m

Oruga antihuella

40%

Diésel/Híbrido

No



Crawler lift - Telescopic
Dealer:

See list of dealers at www.ommelift.com
 or write to OMMELIFT at omme@ommelift.dk

 

www.ommelift.com


OMMELIFT
2200 R

18'8"

21'2"

3'8"

6'
6"

2200 R
2200 R Crawler lift

03.21 Subject to change without notice. Data, dimensions and features are indicative and not binding

Technical Data: 2200 RB 2200 RD 2200 RBD
Max. working height, ft 71’5”
Max. platform height, ft 64’9”
Max. outreach, ft 40’0”
Up and over clearance, ft -
Angle boom length (boom + basket), ft 6’6”
Jib length (jib + basket), ft -
Vertical jib rotation -
Turret rotation ± 355°
Basket rotation ± 41°
Max. basket load, lbs 440 lbs
Basket size (detachable), ft 4’1” x 2’6” x 3’8”
Stabilizer pad size, ft 11” x 17”

⁶Diesel BATTERY DIESEL ⁶HYBRID
Engine 14kW/18.8hp 14kW/18.8hp
Fuel tank capacity 6 gal. 6 gal.
Generator 24 V / 22 A 24 V / 22 A
Battery pack 24V/400Ah/5h 24V/200Ah/5h
Charger 24 V / 30 A 24 V / 30 A
Double charger system (230V only) NA NA
Elec. descent from basket Optional

See www.ommelift.com for more features and options
Gradeability, max. accross slope 25% (14.0°)
Gradeability, max. up and down slope 35% (19.3°)
Set-up ability on uneven ground 40% (21.8°)
Crawler track length, ft 4’7”

¹Undercarriage in Wide   ²Undercarriage in Narrow   ³Wide set-up   ⁴Wide/Narrow set-up
Total weight, lbs 6724 lbs 6724 lbs 6724 lbs
¹Live load in transit position
²Live load in transit position

77.6 psf 77.6 psf 77.6 psf
77.6 psf 77.6 psf 77.6 psf

³Live load in working position 31.6 psf 31.6 psf 31.6 psf
⁴Live load in working position 39.0 psf 39.0 psf 39.0 psf
Ground pressure, tracks 8.8 psi 8.8 psi 8.8 psi
(Hard surface) 34.8 psi 34.8 psi 34.8 psi
Ground pressure, outrigger pad 20.8 psi 20.8 psi 20.8 psi
Max. force, outrigger 3969 lbf 3969 lbf 3969 lbf

https://www.ommelift.com/lifts/crawler-lifts/telescopic-crawler-lifts/2200-r
https://www.ommelift.com/lifts/crawler-lifts/telescopic-crawler-lifts/2200-r
http://www.ommelift.com/

